Cat.No.BE08-5

BEARING UNITS T e

STAINLESS STEEL BEARING MOUNTED IN
THERMOPLASTIC HOUSINGS!

- Anti-corrosive, Water / Chemical resistant

- Light-weight housings

- Interchangeable with normal type

- For Food-processing / Packaging / Textile
machineries, Chemical apparatus, etc

ASAHI SEIKO GO. LTD.
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1. INTRODUCTION 6. STATIC BREAKING STRENGTH
Plastic housings are made of high-grade glass-filled OF HOUSING
thermoplastic polyester and mounted with stainless steel Table 5

ball bearing inserts.

Hygienic construction: Solid housing base prevents from
breeding of various germs. Plastic covers are also available
to cover the shaft and bearing for the better protection
against contaminants and safety.

2. MATERIAL 7. LIMITING SPEED
Table 1
SUS440C (EQ.)
SUS440C
Stainless steel
SUS304
Nitril rubber —
Thermoplastic —
SUS304
Stainless steel SUS303
COPPER ALLOY

8. RANGE OF OPERATING
TEMPERATURE @ —20 ~ +80°C

3. ANTI-CORROSION FEATURES
Table 2

(@) ©) - X
©) @) X X X
(@) O X XX
O @) X X X X
(@) X XX XX
O O X X XX
— O X X XX
© : pretty good O :good — :notgood X :bad XX : verybad

4. ACCURACY

Table 3

Admp : Deviation of single-plane mean bore diameter
Vdp : Bore diameter variation in a single radial plane

/ABs  : Deviation of a single inner ring width
Kia . Radial runout (of assembled bearing inner ring)
AHs Deviation of distance between mounting base and spherical-seat center for pillow block

5. TIGHTENING TORQUE

Table 4

M10

M10 24.5
M10/ M12 294
M12 35.3

M12 45.1
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PILLOW BLOCKS
MUCA200SB

SQUARE FLANGE UNITS
MUCB200SB

Table 9

27.8

25 94.5 279 70 11 143 17 36.8 34.1 143 0.33
30 31.5 83 0.52
35 34.8 92 1.73

37.5 102

TWO-BOLT
FLANGE UNITS

MUCD200SB

A

Table 11

113

64 265 164 33.7

25 130 69.5 29.1 99 11 135 17 36.8 34.1 143 0.3
30 148 80 30.5 19 41.2 0.44
35 163 90 328 18 434 0.65

175 100 37.5 215 517







